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§22.603

(1) 1t cannot relocate within the six-
month period (e.g., because no alter-
native spectrum or other reasonable

47 CFR Ch. | (10-1-98 Edition)

Private Radio General Access Pool
(25 kHz bandwidth)

SV - X 956.2625 ...... 956.3125 956.3625 ...... 956.4125
option is available), and; 956.2875 ...... 956.3375 956.3875 956.4375
(2) The public interest would be  gy4155 9520125 928.1875 952.1875
harmed if the incumbent is forced to  928.0375 .. 952.0375 928.2125 952.2125
terminate operations (e.g., if public  ZoRrs - 00 owmaes .. %o
safety communications services would g% 00 " o555 928.2875 952.2875
be disrupted). 928.1375 ...... 952.1375 928.3125 952.3125
928.1625 ...... 952.1625 928.3375 ... 952.3375
[61 FR 29689, June 12, 1996] -
(12.5 kHz bandwidth)
§22.603 488-494 MHz fixed service in  956.25625 .... 956.30625 956.35625 .... 956.40625
Hawaii. 956.26875 .... 956.31875 956.36875 .... 956.41875
o o 056.28125 .... 956.33125 056.38125 .... 956.43125
Before filing applications for author-  956.29375 ... 956.34375 956.39375 .... 956.44375
ization of inter-island control and/or  gss.00625 ... 952.00625 928.18125 ... 952.18125
repeater stations, applicants must co-  928.01875 ... 952.01875 028.19375 .... 952.19375
ordinate the planned channel usage 92803125 ... 952.03125 928.20625 .... 952.20625
ith existing li d oth li 928.04375 .... 952.04375 928.21875 .... 952.21875
with existing licensees and otner appll- 955 05625 ... 952.05625 928.23125 .... 952.23125
cants with previously filed applica- 928.06875 ... 952.06875 928.24375 .... 952.24375
tions, using the procedure outlined in 928.08125 .... 952.08125 928.25625 .... 952.25625
. . 928.09375 .... 952.09375 028.26875 .... 952.26875
§22.150. Applicants and licensees shall 0000 ™" o506 gas28105 ... 9s2.28126
cooperate fully and make reasonable  gg11875 ... 952.11875 928.29375 .... 952.29375
efforts to resolve any channel usage  928.13125 ... 952.13125 928.30625 .... 952.30625
conflicts. In situations where technical = 928.14375 ... 952.14375 928.31875 ... 952.31875
luti t h flict tb 028.15625 .... 952.15625 028.33125 ... 952.33125
solutions 1o such contlicts cannot D€ g5 16875 ... 952.16875 928.34375 ... 952.34375
devised, the FCC may select a ck_lannel Private Radio Power Pool
or channels to assign or may designate A
N - “ (25 kHz bandwidth)
the application(s) for hearing. To be 928.3625 952.3625 928.6125 952.6125
acceptable for filing, applications and 2570 ™ o557 928.6375 ... 952.6375
major technical amendments must o415 ... 952.4125 928.6625 952.6625
contain a certification that coordina-  928.4375 .. 952.4375 928.6875 952.6875
tion has been completed and an exhibit 9284625 ...... 952.4625 928.7125 952.7125
listing the name(s) of the licensees and 028.4875 ... 952.4875 928.7375 ... 952.7375
ng I i 028.5125 ...... 952.5125 928.7625 ... 952.7625
applicants with which the planned 9285375 .. 952.5375 928.7875 952.7875
channel usage has been coordinated. 928.5625 ...... 952.5625 928.8125 952.8125
928.5875 ...... 952.5875 928.8375 ...... 952.8375
POINT-TO-MULTIPOINT OPERATION (12.5 kHz bandwidth)
. 028.35625 .... 952.35625 928.60625 .... 952.60625
§22.621 Channels  for point-to-  928.36875 ... 952.36875 928.61875 .... 952.61875
multipoint operation. 928.38125 .... 952.38125 928.63125 .... 952.63125
. 928.39375 .... 952.39375 928.64375 .... 952.64375
The following channels are allocated  gyg40625 ... 952.40625 928.65625 .... 952.65625
for assignment to transmitters utilized  928.41875 ... 952.41875 928.66875 .... 952.66875
within  point-to-multipoint systems 92843125 ... 952.43125 028.68125 .... 952.68125
. - 028.44375 .... 952.44375 928.69375 .... 952.69375
that support transmitters that provide g5 7 95745625 928.70625 .... 952.70625
public mobile service. Unless otherwise 92846875 ... 952.46875 928.71875 .... 952.71875
indicated, all channels have a band- 928.48125 .... 952.48125 928.73125 .... 952.73125
; ; 928.49375 .... 952.49375 928.74375 ... 952.74375
width of 20 kHz and are designated by g0\ soo0 ™ o000 028.75625 .... 952.75625
their center frequencies in MegaHertz.  gg51g75 ... 95251875 928.76875 .... 952.76875
Public Mobile Pool 928.53125 .... 952.53125 928.78125 .... 952.78125
- 928.54375 .... 952.54375 928.79375 .... 952.79375
(35 kHz bandwidth) 928.55625 ... 952.55625 928.80625 .... 952.80625
028.8625 ...... 959.8625 928.9375 ... 959.9375 028.56875 .... 952.56875 928.81875 .... 952.81875
928.8875 ...... 959.8875 928.9625 ...... 959.9625 028.58125 .... 952.58125 028.83125 .... 952.83125
928.9125 ...... 959.9125 928.9875 ...... 959.9875 928.59375 .... 952.59375 028.84375 .... 952.84375
(12.5 kHz bandwidth) Public, Private, Government Shared Pool
928.85625 .... 959.85625 928.93125 .... 959.93125 (12.5 kHz bandwidth)
o ooETS e S29B0TS 92804315 o ST 932.00625 ... 941.00625  932.25625 ... 941.25625
: : : : 932.01875 .... 941.01875 932.26875 ... 941.26875
928.89375 .... 959.89375 928.96875 .... 959.96875
932.03125 .... 941.03125 932.28125 ... 941.28125
928.90625 .... 959.90625 028.98125 .... 959.98125
9%8.91875 . 9%0.91875 928.99375 . 950.9937% 932.04375 .... 941.04375 032.29375 ... 941.29375
932.05625 .... 941.05625 032.30625 .... 941.30625
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